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HP S101 Speaker Bar 

 

Model 
HP S101 Speaker Bar 5UU40AA 

 

HP Displays Compatibility 
E223, E233, E243, E243d, E243m, E243i, E273, E273m, E273q, E243p, E272q, E324q 
 
Z22n G2, Z23n G2, Z24nf G2, Z24i G2, Z24n G2, Z27n G2, Z27 
 
P174, P204, P204v, P224, P241v, P244, P274 

 
NOTE: Please check this product’s web page on HP.com for current compatibility information.  
NOTE: Not all models are available in all regions. 

 

 

Certifications 
CE, FCC, KCC, VCCI, CCC, RCM, IC, CB, cUL, BSMI, Ukuaine, EAC, Morocco CM. 

 

 

Service and support 
Your Option Limited Warranty is a one (1) year (HP Option Limited Warranty Period) parts replacement warranty 
on any HP-branded or Compaq-branded options (HP Options). If your HP Option is installed in an HP Hardware 
Product, HP may provide warranty service either for the HP Option Limited Warranty Period or the remaining 
Limited Warranty Period of the HP Hardware Product in which the HP Option is being installed, whichever period is the longer but 
not to exceed three (3) years from the date you purchased the HP Option. 
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On/Off/Volume Controls Right side of right speaker 

Power LED Right of right speaker (white)  

Frequency response 140 to 20kHz 

Power RMS power: 2.5 W 
MAX output power:  2.6 W 
Impedance: 6 ohms +/-10%   

Dimensions (H x W x D) 40 x 274 x 48 mm (1.6 x 10.8 x 1.9 in) 

Net weight 0.3 kg (10.58 oz) 

Environmental  
(all conditions 
non-condensing) 

Temperature (operating) Operating Temperature  
(Independent of altitude)                                 

5°C to 35°C. 

 Non-Operating Temperature  
(Independent of altitude)             

 -20°C to 60°C. 

Relative Humidity 
(operating) 

Operating Humidity  
(non condensing)                                                        

20% to 80% 

 
 Non Operating Humidity  

(38.7°C maximum wet bulb temperature)       
5% to 90% 

Speaker cable length USB:   180 cm (5.9 ft) 

Color Black (metal grill: black) 

Option kit contents • Speaker 
• HP Instruction sheet 
• HP Warranty documentation 
• HP Product Notice card 

 

© Copyright 2019 HP Development Company, L.P. All rights reserved. The information contained herein is subject to 
change without notice. The only warranties for HP products and services are set forth in the express warranty 
statements accompanying such products and services. Nothing herein should be construed as constituting an 
additional warranty. HP shall not be liable for technical or editorial errors or omissions contained herein. 
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Date of change: Version 
History: 

Description of change: 

February 20, 2019 Version 1 to 2 HP S101 speaker bar quickspecs create 
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